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            We offer a diverse catalog of pumps including centrifugal, self-priming, air motor, submersible pumps and more. Enter your part/model number to view more information about that product, filter by pump type or view pumps within a specific series by clicking the buttons below. Still can’t find what you’re looking for? Contact us for further assistance.

                        

                            
                                                                    Series 893
                                                                    	Max Flow: 2.7GPM (11LPM)
	Max Head: 10.6 Feet (3.3M)
	Material: Noryl, Polypropylene, and Kynar
	Non-Submersible or Submersible
	DC 12V or 24V



                            


                        

                                                

                            
                                                                    Series 1
                                                                    	Max Flow: 3GPM (8.7LPM 50Hz)
	Max Head: 4.6 Feet (1M 50Hz)
	Material: Noryl, Polypropylene, and Kynar
	Non-Submersible or Submersible
	1Ph 115V or 230V



                            


                        

                                                

                            
                                                                    Series 2
                                                                    	Max Flow: 5GPM (18.5LPM 50Hz)
	Max Head: 13 Feet (2.7M 50Hz)
	Material: Polypropylene, Kynar, and Delrin
	Non-Submersible or Submersible
	1Ph 115 or 230V
	DC Brushtype or DC Brushless 12V or 24V



                            


                        

                                                

                            
                                                                    Series MDX
                                                                    	Max Flow: 10GPM (35LPM 50Hz)
	Max Head: 17 Feet (3.7M 50Hz)
	Material:  Wide variety of materials
	1Ph 115V or 230V or Air Power



                            


                        

                                                

                            
                                                                    Series 3
                                                                    	Max Flow: 10GPM (39LPM 50Hz)
	Max Head: 20.5 Feet (4.5M 50Hz)
	Material: Polypropylene and Kynar
	Non-Submersible or Submersible
	1Ph 115V or 230V or Air Power



                            


                        

                                                

                            
                                                                    Series 4
                                                                    	Max Flow: 14GPM (50LPM 50Hz)
	Max Head: 21.5Feet (4.7M 50Hz)
	Material: Polypropylene and Kynar
	1Ph 115V or 230V or Air Power



                            


                        

                                                

                            
                                                                    Series 5
                                                                    	Max Flow: 18GPM (60LPM 50Hz)
	Max Head: 29 Feet (6.3M 50Hz)
	Material: Polypropylene, Kynar, and 316SS
	Non-Submersible or Submersible
	1Ph 115V or 230V, 1Ph 115V/230V, 3PH 230/460V, or Air Power



                            


                        

                                                

                            
                                                                    Series 5.5
                                                                    	Max Flow: 30GPM (102LPM 50Hz)
	Max Head: 41 Feet (9M 50Hz)
	Material: Polypropylene, Kynar, and 316SS
	1Ph 115V/230V, 3Ph 230V/260V, 575V



                            


                        

                                                

                            
                                                                    Series 6
                                                                    	Max Flow: 38GPM (113.5LPM 50Hz)
	Max Head: 49 Feet (11M 50Hz)
	Material: Ryton, Polypropylene and Kynar
	1Ph 115V/230V, 3Ph 230V/460V, 575V



                            


                        

                                                

                            
                                                                    Series 7
                                                                    	Max Flow: 53GPM (180LPM 50Hz)
	Max Head: 60Feet (12.3M 50Hz)
	Material: Polypropylene, Kynar, and 316SS
	1Ph 115V/230V,3Ph 230V/460V, 575V



                            


                        

                                                

                            
                                                                    Series 7.5
                                                                    	Max Flow: 82GPM (268LPM 50Hz)
	Max Head: 85 Feet (18M 50Hz)
	Material:  Polypropylene and Natural Kynar
	1Ph 115V/230V or 3Ph 230V/460V, 575V



                            


                        

                                                

                            
                                                                    Series 8
                                                                    	Max Flow: 120GPM (400LPM 50Hz)
	Max Head: 95 Feet (20M 50Hz)
	Material:  Polypropylene, Kynar, and 316SS
	1Ph 208/230V, 3Ph 230/460V, 575V



                            


                        

                                                

                            
                                                                    Series 10
                                                                    	Max Flow: 200GPM (654LPM 50Hz)
	Max Head: 160 Feet (34.1M 50Hz)
	Material:  Polypropylene and Kynar
	3Ph 230/460V, 575V



                            


                        

                                                

                            
                                                                    Series 320
                                                                    	Max Flow: 3.3GPM (11.3LPM 50Hz)
	Max Head: 40 Feet (8.8M)
	Material: Polypropylene
	1Ph 115V or 230V



                            


                        

                                                

                            
                                                                    Series 335
                                                                    	Max Flow: 12GPM (37.8LPM 50Hz)
	Max Head: 68 Feet (14.6M 50Hz)
	Material: Polypropylene
	1Ph 115V/230V, 3Ph 230V/260V, 575V



                            


                        

                                                

                            
                                                                    Multistage Pumps
                                                                    	Max Flow: 22GPM
	Max Head: 96 Feet
	Material: Polypropylene or Ryton
	1Ph 115V/230V, 3Ph 230/460V, 575V



                            


                        

                                                

                            
                                                                    Turbine Pump
                                                                    	Max Flow: 3GPM (9.1LPM 50Hz)
	Max Head: 84 Feet (22.1M 50Hz)
	1Ph 115V or 230V



                            


                        

                                                

                            
                                                                    Series 809 Hydronic Pumps
                                                                    	Maximum flow of 6GPM
	Maximum head of 7.1 feet
	Material:  Polysulfone, Bronze, and 304SS
	AC 1Ph 115V and 230V
	DC Brushtype 12V or 24V



                            


                        

                                                

                            
                                                                    Series 809-HS Hydronic Pumps
                                                                    	Maximum flow of 8GPM
	Maximum head of 25 feet
	Material: Polysulfone, Bronze, and 304SS
	AC 115V and 230V
	DC Brushtype 12V or 24V
	DC Brushless 24V



                            


                        

                                                

                            
                                                                    Series 815 Hydronic Pumps
                                                                    	Maximum flow of 8GPM
	Maximum head of 18.6 feet
	Material: Polysulfone, Bronze, and 304SS
	AC 115V or 230V



                            


                        

                                                

                            
                                                                    Series 821 Hydronic Pumps
                                                                    	Maximum flow of 22GPM
	Maximum head of 8.5 feet
	Material:  304SS and Brass
	Flange and Threaded Connections
	AC 115V or 230V



                            


                        

                                                

                            
                                                                    Series 830 Hydronic Pumps
                                                                    	Maximum flow of 29GPM
	Maximum head of 30.5 feet
	Material:  304SS and Brass
	Flange and Threaded Connections
	1Ph 115/230V



                            


                        

                                                

                            
                                                                    Beer Pumps
                                                                    	Max Flow: 120GPM (400LPM 50Hz)
	Max Head: 90 Feet (19.3M 50Hz)
	Material: Polysulfone and 316 Stainless Steel
	Threaded and Tri Clamp Connections



                            


                        

                                                

                            
                                                                    Air Motor Pumps
                                                                    	Max Flow: 97GPM (367LPM)
	Max Head: 86 Feet (26.2M)
	Available in Polypropylene, Kynar, and 316 Stainless Steel



                            


                        

                                                

                            
                                                                    Submersible Pumps
                                                                    	 Max Flow:  14.5GPM (54.8 LPM)
	Max Head:  27 Feet (6 Meters)
	12V or 24V  Brushless, 115V or 230V



                            


                        

                                                

                            
                                                                    DC Pumps
                                                                    	Max Flow:  6GPM (22.7 LPM)
	Max Head: 29 Feet (8.8 Meters)
	Material:  Polysulfone, Polypropylene, Brass, and Stainless Steel
	12V, 24V, and 90V DC Brushtype and Brushless



                            


                        

                                                

                            
                                                                    Self Priming Pumps
                                                                    	Max Flow:  80GPM (363LPM)
	Max Head:  86 Feet (26 Meters)
	Max Suction Lift:  16 Feet
	Materials:  Polypropylene and Kynar



                            


                        

                                                

                            
                                                                    Marine Pumps
                                                                    	Max Flow: 18GPM (60LPM 50Hz)
	Max Head: 29 Feet (6.3M 50Hz)
	Submersible and Non Submersible



                            


                        

                        


Why Choose Pumps from March Manufacturing

A truly “Made in America” company, March Pumps proudly manufactures and assembles all of its pumps in the United States. Our engineer, machine, and molding shops are all located in Glenview, Illinois, so if something should happen to go wrong with your product, we can quickly get it back into working order. After all, when all relevant personnel are under the same roof, finding solutions to various issues is far easier.

Similarly, staff proximity helps us iterate on existing designs, swiftly creating custom products for clients with our machine shop and molding shop working in tandem. And our employees have the passion, expertise, and experience to make your imagined design a reality. Many of our workers have been with us for more than 15 years, including an engineer with four decades of experience and our head foreman, who has 60 years of experience. These engineers provide both design services and ongoing support, meaning that they understand both pump theory and practical usage.

We offer a diverse catalog of pumps including centrifugal, self-priming, air motor, submersible pumps, and more. Enter your part/model number to view more information about that product, filter by pump type or view pumps within a specific series by clicking the buttons below. Still can’t find what you’re looking for? Contact us for further assistance.

Have a Question about a Pump?
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State / Country* 

Pump/Model or Question
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March Manufacturing Inc.
1819 Pickwick Ave,
Glenview IL 60026
Phone: 847-729-5300

Fax: 847-729-7062

sales@marchpump.com
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